
•	 Stainless	steel	frame,	chute	and	hopper	

•	 Built-in	cyclone	filter	dust	collection	system

•	 Self-modulated	feeding	for	unattended	
operation

•	 Perfect	alignment	with	roaster	components	
for	fast	transfer	(typically	2-3	minutes)	

•	 Variable	speed	settings	accommodate	
different	bean	sizes	and	densities	

D35 D70

	Rated	Batch 77	lb	(35	kg) 154	lb	(70	kg)

Typical
Processing	Time

125	sec 200	sec

Pairs	with		
Loring	Roaster

S35	Kestrel	or		
S15	Falcon S70	Peregrine

Width 37.9	in	(96.3	cm) 45.9	in	(116.6	cm)

Depth 48.2	in	(122.3	cm) 53.1	in	(134.9	cm)

Height 83.6	in	(212.2	cm) 91.5	in	(232.3	cm)

Weight 424	lb	(192	kg) 554	lb	(251	kg)

Power	Options 1	Phase	or	3	Phase		 3	Phase
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C35	Green	Bean	Cart

C70	Green	Bean	Cart

C35 C70

Pairs	with S35	Kestrel	or		
S15	Falcon S70	Peregrine

Batch	size	(green) 	77	lb	(35	kg) 	154	lb	(70	kg)

Width 24	in	(62	cm) 26	in	(65	cm)

Depth 38	in	(95	cm) 45	in	(114	cm)

Height 38	in	(96	cm) 40	in	(102	cm)

•	 Built-in	scale

•	 Vacuum	lift	attachment

•	 Rare-earth	magnets	help	separate	metallic	objects	
from	beans

HASSLE-FREE  
LOADING

GREEN 	BEAN 	CARTS

SPECIFICATIONS


